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RI Anodized Reflector
Input Requirements @
3000 Lumens  120VAC/0.4A/38W .
240VAC/0.2A/40W Kick Reflector
277VAC/0.2A/41W )
~—5-1/2" [140] —=
Enter Catalog Number Sequentially from Left to Right
C5W|-|Lumens CRI  CCT |- |Adaptor Dimming  Level Options Voltage - |Finish
Model Lumens/CRI CCT Adaptor Dimming Level Options Voltage Finish
C5W  L30 3000/95 27 2700 9HC BusRun Clipless E ELV 0 10% P  Potentiometer A 120 P White
30 3000 w/ Driverbox S Switch D 240 MB  Black
35 3500 9HD  BusRun Deep SP Switchw/ F* 240 BR Brushed
40 4000 w/ Driverbox W Wire- 0 10% Potentiometer  (2-Circuit) ~ CP Custom
9HS BusRun Shallow less C 277
w/ Driverbox C Casambi * Potentiometers
A Avi-On can only be used
Z  Zigbee with ELV dimming Enter RAL oR
T Athena RF or _non-d|mm|ng OTHeR FinisH
circuits. Cone
ST2 2-Circuit Stucchi E ELVv 0 10%
ST3  3-Circuit Stucchi
3L 5" Canopy Z 0-10 D Dark
5L 3.5”QC Canopy M DMX
7L 2" QC Canopy D  DALI
(Remote Driver
Only)

Flush Fit BusRun Adaptor

Litelab’s flush fit BusRun adaptor recesses entirely
inside BusRun to provide a clean aesthetic. It is

Dimming Note

Accessories: See Page §

available with a Switch and Rotation Lock or
On-Board Potentiometer for individual fixture
dimming. BusRun fitters are available dimmable to
1% and can be dimmed proportionally using an
ELV dimming system.

system being used. If exact dimming perfor-
mance is required, Litelab recommends testing the
Litelab fixture with the specified dimmer.

This fixture is provided with LED Drivers suitable OL-DF-p Beam Softening Film
for the dimming protocol specified. Dimming |:| OL-TD-p Beam Softening Lens
performance may vary based on dimmer model or |:| 0L-30x60-p Universal Spread Lens

(Included)
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Fitter Guide
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Static White
Wallwasher

Clear Form

9H - ELV Dimmable Fitter for BusRun
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Stucchi - 2-Circuit 0-10v, ELV, DMX and Dali Dimmable Fitter

14-1/4” [362]
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Sy m—

8-1/4” [210]

v

Stucchi - 3-Circuit ELV, 0-10v, DMX and Dali Dimmable Fitter
4-1/4” [108]
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* Covered under one or more of the following patents: US:
8,740,421 B2, D499, 698, D389,012, Republic of China:
D149,379, People’s Republic of China: ZL 201130358013.3, C € @w
European Union: RCD #001920356-0001. Additional patents
pending. **See fittings and accessories page for mounting
options and accessories.
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Xicato Project Name
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Fitter Guide Clear Form
-7L - 2” Dia. Quick Connect Canopy - Gypsum* -7L - 2” Dia. Quick Connect Canopy - Wood**
3 I -7 Remote Driver 5 - -7 Remote Driver
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-5L - 3-1/2” Dia. Quick Connect Canopy - Remote Driver -3L - 5” Dia. x 1/4” H. Machined Canopy - Remote Driver

QC-5K-P/MB Canopy Mounted Ordered Separately

-3 Remote Driver
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Extension Box
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3-15/16” [101]
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-bL - 3-1/2” Dia. Quick Connect Canopy - Integral Driver -3L - 5” Dia. x 1/4” H. Machined Canopy - Integral Driver
F 3 F h
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* Govered under one or more of the following patents: US:
o 8,740,421 B2, D499, 698, D389,012, Republic of China:
A gl ggé gg%};‘;‘g B”ﬁaloi.t'\“l(;“zo‘n’ USA D149,379, People’s Republic of China: ZL 201130358013.3, Cca.
g ~£90- | www.litela.com European Union: RCD #001920356-0001. Additional patents

pending. **See fittings and accessories page for mounting
options and accessories.



Xicato Project Name Type
W Static White
Wallwasher
Photometrics Clear Form
C5W-L30 Wallwasher CANDELA DISTRIBUTION FLUX
N . 0.0 450 900 1350 180.0
Mounting Height FC / Lux Beam Diameter
in feet / meters in feet / meters 0 2609 2609 2609 2609 2609
, 5 2520 2520 2483 2471 2465 207
6.0'/ %gh/ ?‘13 / 15 1831 1896 1712 1433 1254 452
1.8m 41 Am 25 929 1012 829 453 341 343
8.0'/ 408f.c./ 48/ 35 411 458 316 96 69 180
24m 439.2 lux 1.5m 45 205 224 9% 18 12 88
1007/ 26.11.c./ 6.0/ 55 138 125 56 4 1 57
3.0m 280.9 lux 1.8m 65 114 90 28 2 0 43
120/ 18.11c./ 7.2/ 75 72 56 6 0 0 27
3.7m 1948 lux 2.2m 85 38 24 2 0 0 12
14.0'/ 13.3f.c./ 8.3/ 90 22 14 0 0 0 0
16.0°/ 10.2f.c./ 9.5"/ 105 3 1 0 0 0 1
4.9m 109.8 lux 2.9m 115 0 0 0 0 0 0
125 0 0 0 0 0 0
135 0 0 0 0 0 0
CBCP: See Candela Distribution 145 0 0 0 0 0 0
Efficacy: 37.9 Im/w 155 0 0 0 0 0 0
Delivered Lumens: 1434 Im 165 0 0 0 0 0 0
Plane: 0° 90° 180° 175 0 0 0 0 0 0
Spacing Criteria: 0.66 0.62 0.49 180 0 0 0 0 0 0

C5W-L30 Wallwasher- Polar Diagram
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Xicato Project Name Type

Static White

Wallwasher
Accessories Clear Form
CusTOM DISTRIBUTION FILMS AVAILABE ON REQUEST. Size Cope P: 2.789” [96mM]
OL-DF-p (DiFrusion FiLm) OL-TD-P (POLYCARBONATE DIFFUSION LENS)
Dirrusion Fim: 0.25MM (0.07”’) FiLm SOFTENS BEAM EDGES (FOR USE WITH MULTIPLE MEDIA) Dirrusion Fim: SMM (0.17) TEXTURED LENS SOFTENS BEAM EDGES (FOR STANDALONE USE)
O O

DistriBUTION DIAGRAM DistriBUTION DIAGRAM

10° 10°

OL-30x60-P (UNIVERSAL SPREAD LENS - INCLUDED)
Universat Spreap ens: SVIM (0.77) LENS SPREADS LIGHT UNIVERSALLY FOR WIDER DISTRIBUTION

O

> DisTriBUTION DiAGRAM
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