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VoltageCCT

1
2
3

15°
25°
35°

Optics

Input Requirements 

1000 Lumens 120VAC/0.1A/16W 
240VAC/0.1A/16W 

Dimming Note
This fixture is provided with LED Drivers 
suitable for the dimming protocol specified. 
Dimming performance may vary based on 
dimmer model or system being used.  If exact 
dimming performance is required, Litelab 
recommends testing the Litelab fixture with 
the specified dimmer.  

Enter Catalog Number Sequentially from Left to Right

Edition Date:  07/14/2021
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ELECTRONIC POWER SUPPLY HOUSING

KNIFE-EDGE EXTRUSION 
FOR GYPSUM INSTALLATION

FIXTURE LEADS

16” [406] LONG

[TIR] TOTAL INTERNAL

REFLECTION OPTIC

3-
1/

4”
 [8

4]

FIXTURE SUPPORT ARM

THERMAL MANAGEMENT

LED MODULE

FIXTURE HOUSING

ACCESSORY HOLDER

3-1/16” [78]

MAGNET

FITTER

(BASIC TRACK SHOWN)

5-
1/

8”
 [1

31
]

6-
1/

16
” 

[1
53

]

E

Z
M
D

0

D

BT

ST2
ST3    

Basic Track

2-Circuit Stucchi
3-Circuit Stucchi

ELV

0-10
DMX
DALI

10%

Dark

M3O

Beam Softening Film 
Beam Softening Lens 

Linear Spread Lens 
Linear Spread Lens 

Universal Spread Lens 
Hexell Louver 

Accessories:  See Page 4 
OL-DF-g
OL-TD-g
OL-10x40-g
OL-10x60-g
OL-30x60-g
LVH/g

Optics:
15° OL-RS2-ILONA-50-KIT
25° OL-M-ILONA-50-KIT
35° OL-W-ILONA-50-KIT

L10  1000/90 DL
DH

27-18
30-18

Photometrics

FCMounting Height
in feet

Diameter
 in feet

  6.0  916.0   1.1

  8.0  515.3   1.5

 10.0  329.8   1.8

 12.0  229.0   2.2

 14.0  168.2   2.6

 16.0  128.8   2.9

C71L1800  10° Setting

FCMounting Height
in feet

Diameter
in feet

  6.0  687.3   1.2

  8.0  386.6   1.6

 10.0  247.4   2.0

 12.0  171.8   2.4

 14.0  126.2   2.8

 16.0   96.7   3.3

C71L1800  20° Setting

FCMounting Height
in feet

Diameter
in feet

  6.0  283.7   1.4

  8.0  159.6   1.9

 10.0  102.1   2.3

 12.0   70.9   2.8

 14.0   52.1   3.3

 16.0   39.9   3.8

C71L1800  30° Setting

C 277

Dim-to-Warm 
Fixed Object
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M3O Fixture shown in H06 Housing

7.
0”

 [1
77

]

23.31” [592]

6.5”[165]

THREADED ROD 
TO BUILDING
STRUCTURE
(BY OTHERS) 

M3O FIXTURE SHOWN
IN H06 HOUSING

FIXTURES FEATURE 45° TILT & 360°
ROTATION / MAGNET-MOUNTED

HAT CHANNEL

M3O FIXTURE

Dim-to-Warm 
Fixed Object
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M3O 
Photometrics

130.8 f.c. /
1,407.9 lux

  1.6’ /
0.5m

73.6 f.c. /
792.2 lux

  2.2’ /
0.7m

47.1 f.c. /
507.0 lux

  2.7’ /
0.8m

32.7 f.c. /
352.0 lux

 3.3’ /
1.0m

24.0 f.c. /
258.3 lux

3.8’ /
1.2m

18.4 f.c. /
198.1 lux

 4.4’ /
1.3m

M30-L10  15° Optic (OL-RS2-ILONA-50-KIT)  

 76.1 f.c. /
819.1 lux

 2.3’ /
0.7m

 42.8 f.c. /
460.7 lux

  3.1’ /
0.9m

27.4 f.c. /
294.9 lux

  3.8’ /
1.2m

 19.0 f.c. /
204.6 lux

4.6’ /
1.4m

14.0 f.c. /
150.7 lux

  5.4’ /
1.6m

10.7 f.c. /
115.2 lux

  6.1’ /
1.9m

M30-L10  25° Optic (OL-M-ILONA-50-KIT)  M30-L10  35° Optic (OL-W-ILONA-50-KIT)  

CBCP:
Efficacy:
Delivered Lumens:

4,720 Cd
31.5 lm/w

422 lm

CBCP:
Efficacy:
Delivered Lumens:

2,741 Cd
33.8 lm/w

453 lm

CBCP:
Efficacy:
Delivered Lumens:

1,267 Cd
28.9 lm/w

388 lm

M30-L10 15° Optic - Polar Diagram M30-L10 25° Optic - Polar Diagram M30-L10 35° Optic - Polar Diagram
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FC / LuxMounting Height
in feet / meters

 Beam Diameter
in feet / meters

6.0’ / 
1.8m

8.0’ /
2.4m

10.0’ /
3.0m

12.0’ / 
3.7m

14.0’ /
4.3m

16.0’ /
4.9m

FC / LuxMounting Height
in feet / meters

 Beam Diameter
in feet / meters

6.0’ / 
1.8m

8.0’ /
2.4m

10.0’ /
3.0m

12.0’ / 
3.7m

14.0’ /
4.3m

16.0’ /
4.9m

FC / LuxMounting Height
in feet / meters

 Beam Diameter
in feet / meters

6.0’ / 
1.8m

8.0’ /
2.4m

10.0’ /
3.0m

12.0’ / 
3.7m

14.0’ /
4.3m

16.0’ /
4.9m

35.2 f.c. /
378.9 lux

19.8 f.c. /
213.1 lux

12.7 f.c. /
136.7 lux

  8.8 f.c. /
94.7 lux

  6.5 f.c. /
70.0 lux

  4.9 f.c. /
52.7 lux

3.2’ /
1.0m

4.3’ /
1.3m

5.4’ /
1.6m

6.5’ /
2.0m

    7.6’ /
2.3m

8.6’ /
2.6m

90˚

0˚ 30˚

60˚

590

1180

1770

2300

2950

3540

4130

4720

120˚150˚
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   CANDELAS

90˚

0˚         30˚

60˚

340

680

1020

1360

1700

2040

2380

2720

120˚150˚

90˚

0˚ 30˚

60˚

160

320

480

640

800

960

1120

1280

120˚150˚
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OL-DF-G (DIFFUSION FILM) OL-TD-G (POLYCARBONATE DIFFUSION LENS)

OL-10X40-G (LINEAR SPREAD LENS) OL-10X60-G (LINEAR SPREAD LENS)

60°40°

60°

OL-60X30-G (UNIVERSAL SPREAD LENS) LVH/G (HEXCELL LOUVER)

DISTRIBUTION DIAGRAM DISTRIBUTION DIAGRAM

10°

10
° 40°

10
° 60°

30
°

60°

10°

CUSTOM DISTRIBUTION FILMS AVAILABE ON REQUEST.

DIFFUSION FILM:  0.25MM (0.01”) FILM SOFTENS BEAM EDGES TEXTURED DIFFUSION LENS:  3MM (0.1”) TEXTURED LENS SOFTENS BEAM EDGES

40° LINEAR SPREAD LENS:  3MM (0.1”) LENS SPREADS LIGHT LINEARLY FOR LONG OBJECTS 60° LINEAR SPREAD LENS:  3MM (0.1”) LENS SPREADS LIGHT LINEARLY FOR LONG OBJECTS

UNIVERSAL SPREAD LENS:  3MM (0.1”) LENS SPREADS LIGHT UNIVERSALLY FOR WIDER DISTRIBUTION HEXCELL LOUVER:  REDUCES HIGH-ANGLE GLARE TO PROVIDE COMFORTABLE LIGHTING
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SIZE CODE G:  2.529” [64MM]

Dim-to-Warm 
Fixed Object
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