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M3W
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VoltageCCT

Input Requirements 

1000 Lumens 120VAC/0.1A/16W 
240VAC/0.1A/16W 

Dimming Note
This fixture is provided with LED Drivers 
suitable for the dimming protocol specified. 
Dimming performance may vary based on 
dimmer model or system being used.  If exact 
dimming performance is required, Litelab 
recommends testing the Litelab fixture with 
the specified dimmer.  

Enter Catalog Number Sequentially from Left to Right
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ELECTRONIC POWER SUPPLY HOUSING

KNIFE-EDGE EXTRUSION 
FOR GYPSUM INSTALLATION

FIXTURE LEADS
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Dark

M3W

Beam Softening Film
Beam Softening Lens

Universal Spread Lens
(Included)

Accessories:  See Page 4 
OL-DF-g
OL-TD-g
OL-30x60-g

WALLWASH KICK REFLECTOR

L10   1000/90 DL
DH

27-18
30-18

Photometrics

FCMounting Height
in feet

Diameter
 in feet

  6.0  916.0   1.1

  8.0  515.3   1.5

 10.0  329.8   1.8

 12.0  229.0   2.2

 14.0  168.2   2.6

 16.0  128.8   2.9

C71L1800  10° Setting

FCMounting Height
in feet

Diameter
in feet

  6.0  687.3   1.2

  8.0  386.6   1.6

 10.0  247.4   2.0

 12.0  171.8   2.4

 14.0  126.2   2.8

 16.0   96.7   3.3

C71L1800  20° Setting

FCMounting Height
in feet

Diameter
in feet

  6.0  283.7   1.4

  8.0  159.6   1.9

 10.0  102.1   2.3

 12.0   70.9   2.8

 14.0   52.1   3.3

 16.0   39.9   3.8

C71L1800  30° Setting

C 277

M3W Dim-to-Warm
Wallwasher
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M3W Fixture shown in H06 Housing

7.
0”

 [1
77

]

23.31” [592]

6.5”[165]

THREADED ROD 
TO BUILDING
STRUCTURE
(BY OTHERS) 

M3W FIXTURE SHOWN
IN H06 HOUSING

FIXTURES FEATURE 45° TILT & 360°
ROTATION / MAGNET-MOUNTED

HAT CHANNEL

M3W FIXTURE

M3W Dim-to-Warm
Wallwasher
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Photometrics

10.9 f.c. /
117.3 lux

  4.8’ /
1.5m

6.1 f.c. /
65.7 lux

  6.3’ /
1.9m

3.9 f.c. /
42.0 lux

  7.9’ /
2.4m

2.7 f.c. /
29.1 lux

  9.5’ /
2.9m

2.0 f.c. /
21.5 lux

11.1’ /
3.4m

1.5 f.c. /
16.1 lux

 12.7’ /
3.9m

M3W-L10 Wallwash  

CBCP:
Efficacy:
Delivered Lumens:
Plane:
Spacing Criteria:  

See Candela Distribution
30.7 lm/w

418 lm
0° 90° 180°
0.9 1.0    0.7

CANDELA DISTRIBUTION

0.0 45.0 90.0 135.0 180.0
  0   391     391     391       391       391
  5   389     390     390       386       383
 15    344     360     356       314       287
 25     245     281     280       201       155
 35     138     182     188         99         56
 45       68       98     102         18 4
 55       35       47       36           2           0
 65        19       21         9           0           0
 75       9         8         2 0           0
 85       4         3         0           0           0
 90       3         2         0           0           0
 95       2         1         0           0           0
105       1         0         0           0           0
115       0         0         0           0           0
125       0         0         0           0           0
135       0         0         0           0           0
145       0         0         0           0           0
155       0         0         0           0           0
165       0         0         0           0           0
175       0         0         0           0           0
180       0         0         0           0           0

FC / LuxMounting Height
in feet / meters  in feet / meters

6.0’ / 
1.8m

8.0’ /
2.4m

10.0’ /
3.0m

12.0’ / 
3.7m

14.0’ /
4.3m

16.0’ /
4.9m

 Beam Diameter

M3W-L10  Wallwash - Polar Plot of Candela

----- 

-----  
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0 Deg Lateral Plane
----- 180 Deg Lateral Plane

270 Deg Lateral Plane

-----  90 Deg Lateral Plane

0

M3W Dim-to-Warm
Wallwasher



Accessories

M3W 
Project Name Type

Dim-to-Warm 
Wallwasher
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OL-DF-G (DIFFUSION FILM) OL-TD-G (POLYCARBONATE DIFFUSION LENS)

60°

OL-60X30-G (UNIVERSAL SPREAD LENS - INCLUDED)

DISTRIBUTION DIAGRAM DISTRIBUTION DIAGRAM

10°

30
°

60°

10°

CUSTOM DISTRIBUTION FILMS AVAILABE ON REQUEST.

DIFFUSION FILM:  0.25MM (0.01”) FILM SOFTENS BEAM EDGES TEXTURED DIFFUSION LENS:  3MM (0.1”) TEXTURED LENS SOFTENS BEAM EDGES

UNIVERSAL SPREAD LENS:  3MM (0.1”) LENS SPREADS LIGHT UNIVERSALLY FOR WIDER DISTRIBUTION

4

SIZE CODE G:  2.529” [64MM]


	M3W_Page1-2021-9-17-DimToWarm
	M3W_Page2-2021-9-17-DimToWarm
	M3W_Page3-2021-9-17-DimToWarm

	Lumens-M3W-DW: [Lumens]
	CRI-M3W-DW: [CRI]
	CCT-M3W-DW: [CCT]
	Adoptor-M3W-DW: [Adaptor]
	Dimming-M3W-DW: [Dimming]
	Level-M3W-DW: [Level]
	Voltage-M3W-DW: [Voltage]
	Finish-M3W-DW: [Finish]
	Custom Finish-M3W-DW: 
	Clear Form - M3W-DW: 
	Type - M3W-DW: 
	DF-M3W-DW: Off
	TD-M3W-DW: Off
	30X60-M3W-DW: Off
	Project Name -M3W-DW: 
	Flatten & Save - M3W-DW: 


