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Features & Benefits:

• Compatible with an array of LED sources
•  Field adjustable hanger brackets
•  Standard 9” cover plate provides a clean recessed 

aesthetic
• Available for most contemporary ceiling systems
• Note: Fixture Interior is Matte Black (MB)

(Consult Factory for Custom Ceilings and Applications)

Ceiling Thickness

* Consult Factory

Compatible with:

B2O - Fixed Focus 15°, 25° & 35°
B2W - Wallwash
B2S - 6° Very Narrow Spot  

ELV Dimmable Only.

Standard Panel Length is 9” [229]

120 Volts
240 Volts
277 Volts

A
D
C

SSS Project Name Type

System Plate Finish

251 Elm Street, Buffalo, NY 14203 USA
800-238-4120 | www.litelab.com

Small Slot System

Length (in Inches) Number of Circuits System Format

- - -

Voltage

C Æ

SSS

Shown in gypsum ceiling

Stand-Alone Units - Gypsum 

Part Number

SSS-18-(Circuits/Volts)-SGP-MB/(Finish)
SSS-27-(Circuits/Volts)-SGP-MB/(Finish)
SSS-36-(Circuits/Volts)-SGP-MB/(Finish)
SSS-45-(Circuits/Volts)-SGP-MB/(Finish)

Description

18” [457mm]   Visual Opening - Gypsum
27” [686mm]   Visual Opening - Gypsum
36” [914mm]   Visual Opening - Gypsum
45” [1143mm] Visual Opening - Gypsum

Part Number

SSS-54-(Circuits/Volts)-SGP-MB/(Finish)
SSS-63-(Circuits/Volts)-SGP-MB/(Finish)
SSS-72-(Circuits/Volts)-SGP-MB/(Finish)
SSS-81-(Circuits/Volts)-SGP-MB/(Finish)

Description

54” [1372mm] Visual Opening - Gypsum
63” [1600mm] Visual Opening - Gypsum
72” [1828mm] Visual Opening - Gypsum
81” [2058mm] Visual Opening - Gypsum

1' 3-7/16" [392]

5-
3/
4"

 [1
46

]

Support Bar

Durabond or Similar

All Thread
(By Others)

RACO PART #6-TA-2-4 
or Similar (by Others)
(If This Part is Not Used
Mounting Centerline 
Dimensions Will Change)

1/4-20[M6x1]

7/8 Hat Channel

5/8” [16] Gypsum

2-1/4” [57]
4” [102]

6-3/16" [158]  Rough Opening

14-1/2" [369]

Removable Aperture Plate
or Blank Plate (Ordered Separately)

5/
8"

 [1
6]

1-
1/

2"
 [3

8]

Bracket-Mounted 
LED Luminaire
(Object Shown)
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SSS Project Name Type

251 Elm Street, Buffalo, NY 14203 USA
800-238-4120 | www.litelab.com

Small Slot System

C Æ

Shown in gypsum ceiling

1' 3-7/16" [392]

5-
3/
4"

 [1
46 Support Bar

6-3/16" [158]  Rough Opening

2-1/4” [57]Durabond or Similar

RACO PART #6-TA-2-4 
or Similar (by Others)
(If This Part is Not Used
Mounting Centerline 
Dimensions Will Change)

1/4-20[M6x1]
All Thread
(By Others)

7/8 Hat Channel

5/8” [16] Gypsum

4” [102]

14-1/2" [369]

Removable Aperture Plate
or Blank Plate (Ordered Separately)

5/
8"

 [1
6]

1-
1/

2"
 [3

8]

Bracket-Mounted 
LED Luminaire
(Object Shown)

Linear Units - Gypsum 

SSS-18-(Circuits/Volts)-LGP-MB/(Finish)
SSS-27-(Circuits/Volts)-LGP-MB/(Finish)
SSS-36-(Circuits/Volts)-LGP-MB/(Finish)
SSS-45-(Circuits/Volts)-LGP-MB/(Finish)
SSS-54-(Circuits/Volts)-LGP-MB/(Finish)
SSS-63-(Circuits/Volts)-LGP-MB/(Finish)
SSS-72-(Circuits/Volts)-LGP-MB/(Finish)
SSS-81-(Circuits/Volts)-LGP-MB/(Finish)

18” [457mm]   Visual Opening - Gypsum
27” [686mm]   Visual Opening - Gypsum
36” [914mm]   Visual Opening - Gypsum
45” [1143mm] Visual Opening - Gypsum
54” [1372mm] Visual Opening - Gypsum
63” [1600mm] Visual Opening - Gypsum
72” [1828mm] Visual Opening - Gypsum
81” [2058mm] Visual Opening - Gypsum

SSS-ECL-(Circuits/Volts)-LGP-MB/(Finish)
SSS-ECR-(Circuits/Volts)-LGP-MB/(Finish)
SSS-EFL-(Circuits/Volts)-LGP-MB/(Finish)
SSS-EFR-(Circuits/Volts)-LGP-MB/(Finish)
SSS-L-(Circuits/Volts)-LGP-MB/(Finish)

SSS-X-(Circuits/Volts)-LGP-MB/(Finish)

SSS-T-(Circuits/Volts)-LGP-MB/(Finish)

End Cap Left   9” [229mm] V.O. - Gypsum
End Cap Right 9” [229mm] V.O. - Gypsum
End Feed Left  9” [229mm] V.O. - Gypsum
End Feed Right 9”[229mm] V.O. - Gypsum
Corner 9” [229mm] x  9” [229mm] V.O. 

- Gypsum
T-Section 9” [229mm] x 18“ [457mm] 

V.O. - Gypsum
X-Section 18”[457mm] x 18” [457mm] 

V.O. - Gypsum

E 1 N/A Black9TS   MBBusRun ELV 1% A
D
C

120
240
277

- --

Model Lumens/CRI           Adaptor Dimming Level Options Finish

B2O

VoltageCCT

1
2
3

15°
25°
35°

Optics

L16   1600/92
L15   1450/98

27
30
35
40

2700
3000
3500
4000

B2O

Input Requirements

1600/1450 Lumens 120VAC/0.2A/23W
240VAC/0.2A/23W
277VAC/0.1A/23W

Static White Object Fixture 

Electronic Power Supply 9T
Fitter 12” Long Integral Driver
Fully Contained Inside Fitter, US
Patent D499,698/9,677,74682
Worldwide Patents Pending

Adjustable
Fixture Bracket

Accessory
Holder

LED Engine

Thermal Management System

Mounts to Top
of Slot

3-
5/

8”
 [9

2]

3-
5/8

” [
92

]

2-3/8” [60]

40°Max Tilt

Optics
15° 
25° 
35°

OL-RS-ILONA-50-KIT
OL-M-ILONA-50-KIT
OL-W-ILONA-50-KIT
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SSS Project Name Type

251 Elm Street, Buffalo, NY 14203 USA
800-238-4120 | www.litelab.com

Small Slot System

C Æ

E 1 N/A Black9TS   MBBusRun ELV 1% A
D
C

120
240
277

- --

Model Lumens/CRI           Adaptor Dimming Level Options Finish

B2W

VoltageCCT

WW

Optics

L16   1600/92
L15   1450/98

27
30
35
40

2700
3000
3500
4000

B2W

Input Requirements

1600/1450 Lumens 120VAC/0.2A/23W
240VAC/0.2A/23W
277VAC/0.1A/23W

Static White Wallwash Fixture 

Electronic Power Supply 9T
Fitter 12” Long Integral Driver
Fully Contained Inside Fitter, US
Patent D499,698/9,677,74682
Worldwide Patents Pending

Adjustable
Fixture Bracket

Accessory
Holder

LED Engine

Thermal Management System

Mounts to Top
of Slot

3-
5/

8”
 [9

2]

3-
5/8

” [
92

]

2-3/8” [60]

40°Max Tilt

Dimming Level

BusRun E ELV 1 1% N/A Black9TS   MBA
D
C

120
240
277

- --

          CCT Model Lumens/CRI Adaptor Options Finish

B2S

Voltage

6

Optics

27
30
35
40

2700
3000
3500
4000

Input Requirements 

720 Lumens 120VAC/0.13A/16W
240VAC/0.07A/16W
277VAC/0.06A/16W

Electronic Power Supply 9T
Fitter 12” Long Integral Driver
Fully Contained Inside Fitter, US
Patent D499,698/9,677,74682
Worldwide Patents Pending

Adjustable
Fixture Bracket

Accessory
Holder

Thermal Management System

LED Engine

Mounts to Top
of Slot

3-
5/

8”
 [9

2]

3-
5/8

” [
92

]
2-3/8” [60]

40°Max Tilt

Optics
6° OL-RS-ILONA-50-KIT        

Beam Softening Film
Beam Softening Lens 

Linear Spread Lens 
Linear Spread Lens 

Universal Spread Lens 
Hexell Louver   

Tapered Snoot

Accessories:  See Page 4 
OL-DF-a           
OL-TD-a 
OL-10x40-a 
OL-10x60-a 
OL-30x60-a   
LVH/a         
Snoot-T/a-Finish

Flush Fit BusRun Adaptor
Litelab’s flush fit BusRun adaptor recesses entirely 
inside BusRun to provide a clean aesthetic.  It is 
available with a Switch and Rotation Lock or
On-Board Potentiometer for individual fixture 
dimming.  BusRun fitters are available dimmable to 
1% and can be dimmed proportionally using an 
ELV dimming system. 

Dimming Note
This fixture is provided with LED Drivers suitable 
for the dimming protocol specified.  Dimming 
performance may vary based on dimmer model or 
system being used.  If exact dimming perfor-
mance is required, Litelab recommends testing the 
Litelab fixture with the specified dimmer.  

Static White Narrow Spot Fixture 

L07     720/90B2S 6°



Project Name Type

251 Elm Street, Buffalo, NY 14203 USA
800-238-4120 | www.litelab.com

10° 10°

4

DISTRIBUTION DIAGRAM

OL-DF-A (DIFFUSION FILM)
DIFFUSION FILM:  0.25MM (0.01”) FILM SOFTENS BEAM EDGES (FOR USE WITH MULTIPLE MEDIA)

CUSTOM DISTRIBUTION FILMS AVAILABE ON REQUEST.FIXTURE SIZE CODE (A): Ø1.95" [50mm]

OL-TD-A (POLYCARBONATE DIFFUSION LENS)
DIFFUSION FILM:  3MM (0.1”) TEXTURED LENS SOFTENS BEAM EDGES (FOR STANDALONE USE)

DISTRIBUTION DIAGRAM

60°40°

60°

10
° 40°

10
° 60°

30
°

60°

10°

40°

OL-30X60-A (UNIVERSAL SPREAD LENS)
UNIVERSAL SPREAD LENS:  3MM (0.1”) LENS SPREADS LIGHT UNIVERSALLY FOR WIDER DISTRIBUTION

OL-10x40-A (LINEAR SPREAD LENS)
40° LINEAR SPREAD LENS:  3MM (0.1”) ELLIPTICAL SPREAD FOR LONG / LINEAR OBJECTS

OL-10x60-A (LINEAR SPREAD LENS)
60° LINEAR SPREAD LENS:  3MM (0.1”) ELLIPTICAL SPREAD FOR LONG / LINEAR OBJECTS

DISTRIBUTION DIAGRAM DISTRIBUTION DIAGRAM

LVH/A (HEXCELL LOUVER)
HEXCELL LOUVER:  3MM (0.1”) MATTE BACK FINISH, 45° GLARE CUTOFF FOR VISUAL COMFORT

10°

60°

DISTRIBUTION DIAGRAM

SSS 
Small Slot System

Accessories
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